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TYPE I  TYPE II

WOOD BARRICADE SYSTEMS
45” high rugged steel & plywood barricade.  
Panels are made of ½” plywood painted white.  
Refl ective panels are covered with Engineer 
Grade Sheeting.  Shipping weights 16 – 19 lbs.

No. 10024-T1 – 24” Type I Barricade 8” 
refl ective top panel & 6” painted bottom panel
No. 10024-T2 – 24” Type II Barricade 8” 
refl ective top & bottom panels
No. 10036-T2 – 36” Type II Barricade 8” 
refl ective top & bottom panels

PLASTIC BARRICADE SYSTEMS
100% recyclable, lightweight plastic 24” x 26¾” 
Type I or Type II Barricades come with either 
Engineer Grade or High Intensity sheeting and 
either standard or San-Fil bottom (which holds 
up to 15 lbs. of sand).  All parts are replaceable 
and stenciling is optional. Shipping weights 
11 – 13 lbs.

No. 37208 – Type I Barricade with 8” x 24” top 
& 6” x 24” bottom
No. 37212 – Type I Barricade with 12” x 24” 
top & 6” x 24” bottom
No. 37408 – Type II Barricade with 8” x 24” top 
& 8” x 24” bottom

When ordering please specify Engineer Grade or 
High Intensity and standard or San-Fil.

   TYPE III

T3B™ PLASTIC TYPE III BARRICADE SYSTEM
• 3 each T3B polycomb panels available in 4, 6, 8,10 and 12-foot lengths
• Engineer grade, High Intensity grade or Diamond grade sheeting available
 Specify single or double faced panels
• (2) 1¾” plastic X-tube upright 5 ft. length standard (optional 14 gauge square steel)
• (2) 2” square steel feet with 6” riser stub standard
• Mounting hardware included
• Shipping weight: 63 lbs. each (8’ barricade system)

No. TYPE III

see barricade lights on page 17
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